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Selection Table
Version Length L Nominal width Type Art. no. Weight

kg
Flexible conduit 
Series SPH

00693E00

06456E00

300 mm NPT 1/2″ SPH1-3 108001 0.170
NPT 3/4″ SPH2-3 108009 0.350
NPT 1″ SPH3-3 108017 0.500

400 mm NPT 1/2″ SPH1-4 108002 0.400
NPT 3/4″ SPH2-4 108010 0.280
NPT 1″ SPH3-4 108018 0.430

500 mm NPT 1/2″ SPH1-5 108003 0.244
NPT 3/4″ SPH2-5 108011 0.500
NPT 1″ SPH3-5 108019 0.630
NPT 1 1/2″ SPH5-5 108025 0.941
NPT 2″ SPH6-5 108031 1.332

600 mm NPT 1/2″ SPH1-6 108004 0.420
NPT 3/4″ SPH2-6 108012 0.440
NPT 1″ SPH3-6 108020 0.690
NPT 1 1/2″ SPH5-6 108026 0.460
NPT 2″ SPH6-6 108032 1.990

700 mm NPT 1/2″ SPH1-7 108005 0.800
NPT 3/4″ SPH2-7 108013 0.391
NPT 1″ SPH3-7 108021 0.770
NPT 1 1/2″ SPH5-7 108027 1.175
NPT 2″ SPH6-7 108033 2.170

800 mm NPT 1/2″ SPH1-8 108006 0.360
NPT 3/4″ SPH2-8 108014 0.655
NPT 1″ SPH3-8 108022 0.777
NPT 1 1/2″ SPH5-8 108028 1.610
NPT 2″ SPH6-8 108034 2.350
NPT 2 1/2″ SPH7-8 108037 3.180

900 mm NPT 1/2″ SPH1-9 108007 0.417
NPT 3/4″ SPH2-9 108015 0.560
NPT 1″ SPH3-9 108023 0.900
NPT 1 1/2″ SPH5-9 108029 1.730
NPT 2″ SPH6-9 108035 2.530
NPT 2 1/2″ SPH7-9 108038 3.430

1000 mm NPT 1/2″ SPH1-10 108000 0.700
NPT 3/4″ SPH2-10 108008 0.590
NPT 1″ SPH3-10 108016 0.970
NPT 1 1/2″ SPH5-10 108024 1.850
NPT 2″ SPH6-10 108030 2.710
NPT 2 1/2″ SPH7-10 108036 3.700

Explosion Protection
Europe (ATEX)

Gas CESI 00 ATEX 048 U
E II 2 G Ex d IIC

Certifications and certificates
Certificates ATEX, Kazakhstan (TR), Russia (TR), Belarus (TR)

Technical Data
Mechanical data

Material Inner stainless steel spiral with external steel braid (stainess)

We reserve the right to make alterations to the technical data, dimensions, weights, designs and products available without notice. 
The illustrations cannot be considered binding.
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